






3. LINEAR POWER/PERFORMANCE WARRANTY

- 25/ 30 YEARS

From the start of defined warranty date, the first year power performance of 
Monofacial PV module is 98.00%, after that from year two (2) till year twenty-five 
(25), the maximum degradation is 0.55 % per year decrease from the nominal 
power output of the solar module and in the ending of 25th year with the 84.80 % 
of the nominal power tested under STC of 25 °C, 1.5 AM, 1000 W/m2 as mentioned 
in the PV Module product datasheet. Solar module performance warranty table as 
given in "Section 14" of this document. 

From the start of defined warranty date, the first year power performance of 
Bifacial PV module (front side only) is 98.00%, after that from year two (2) till year 
thirty (30), the maximum degradation is 0.45 % per year decrease from the 
nominal power output of the solar module and in the ending of 30th year with the 
84.95 % of the nominal power tested under STC of 25 °C, 1.5 AM, 1000 W/m2 as 
mentioned in the PV Module product datasheet. Solar module performance 
warranty table as given in "Section 14" of this document. 

MSEL doesn't give warranty on the power generated from rear side the PV module 

and also doesn't give guaranty on voltage 8- current parameter for bifacial module 
rear side measurement, as mentioned in product datasheet. 

The degradation Rate is DR= 1.00 - [(POact) / (POn)] 

POact = Actual Power at STC Conditions as mentioned in section 4. POn = Nominal 
Power. 

Solar module performance warranty table is attached in "Section 14" of this 
document for all Monofacial (ASM Series) 8- Bifacial (ASB Series) PV Modules. 

4. LIMITED REMEDY

Above and after the warranty start date as mentioned in section 13 of this 
document, in Section 3 above any Solar Module power output goes less than the 
nominal power performance as printed on the original product label and the output 
power warranted in Section 14 Warranted Power (WP) and if such reduction in 
output power noticed below the WP due to any defect in materials or workmanship 
under normal application, use and service conditions, MSEL will remedy such 
decrease in power, at its reasonable option by 



a) Repair the defective module or replace the module, or,
b) Post taking corrective actions, to overcome the reduction in output power,

MSEL to only provide additional module to the customer so that degraded
power is compensated by additional modules.

It shall be liability of the customer to mount additional PV module at his own 
cost & expenses and for determining the output power of the solar module, which 
is to be tested along with Junction box terminal according to IEC61215 and 

measurements must be at STC (Standard Test Conditions) i.e., 1000W/m2 

irradiance with cell temperature of 25 °C and Air mass of AM 1.5 light 
spectrum 8- all measurement uncertainty shall be counted when determining 
module's output power, according to standard IEC 60904. The forgoing remedies 
shall be MSEL' s sole obligation and the customer's remedy, for any module failure 
to confirm to the warranty in Section 3 and repair or replacement shall not extend 
the Warranty period set forth herein. 

5. EXCLUSIONS AND LIMITATIONS

In addition to any other exclusion, limitations or conditions set forth in this limited 
warranty, the following exclusions and limitations, inclusive but not limited to apply 
hereto: 

a) All warranty claims must be received within the applicable warranty period 
of this warranty to be effective.

b) This limited warranty does not apply to any module which, in MSEL' s sole 
judgment, has been subjected to

i. Misuse, neglect or accident, tampering, abuse, misuse.
ii. Improper handling, transportation or storage.
iii. Improper installation or application, alteration.
iv. Non-compliance with instructions in the installation manual.
v. Any type of repair or modifications by someone other than authorized service

technicians of MSEL.
vi. Installation of solar module in direct contact with the salt water, which is

offshore (e.g., platforms) and marine (e.g., boats, piers) applications, or
contamination resulting from exceptional exposure to salt water or
otherchemicals.

vii. Fire, power failure, surges, installation failure, lightning, floods, natural disaster,
vandalism, accidental breakage, load of heavy snow, damage or any other cause
which are outside control of MSEL. Willful misconduct or negligence or other
improper acts or omissions of the customer, its employees or agents, or other
third parties.









or original brand within the (6-weeks for Domestic 8- 12-weeks for Export) from 
registered date of complaint. 

Also, prior information to be given manufacture for return of faulty module and if 
MSEL no longer require faulty modules then disposal of faulty module will be under 
customer scope. 

11. WARRANTY TRANSFER

This limited warranty is transferable to any other owner of the module in only 
condition when the modules installed remains at its original location. Any 
transferee is subject to all the exclusions, limitations and conditions set forth 
herein. 

12. FORCE MAJEURE

This limited or linear warranty is not applicable and MSEL is not responsible or liable 
in any way to the customer or any third party for any delay in performance or 
non-performance and conditions of sale, for the reasons beyond reasonable control 
of MSEL including but not limited to cases of any acts of God like, volcanic events, 
tsunami. Earthquakes, strikes, war, riots, vandalism, war like conditions, plague or 
other epidemics, pandemic, flood, fire and other type situations which are beyond 
the control of MSEL. In the event of occurrence of force majeure situation, the 
limited warranty shall be not applicable and will be null and void. 

13. VALIDITY

This limited 8- linear warranty applies to modules which are manufactured by MSEL 
with production date 01 November 2021 onward. The warranty start date under 
this warranty shall be defined as the tax invoice date from when the customer 
purchased the modules from MSEL.





ASB - Model: Glass to Glass 8- Glass to Transparent Backsheet (Bifacial) 

Years 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

ASS-Models 

Warranted Power 

Performance values 

98.00% 

97.55% 

97.10% 

96.65% 

96.20% 

95.75% 

95.30% 

94.85% 

94.40% 

93.95% 

93.50% 

93.05% 

92.60% 

92.15% 

91.70% 

15. CONTACT DETAILS

Years 

16 

17 

18 

19 

20 

21 

22 

23 

24 

25 

26 

27 

28 

29 

30 

ASS-Models 

Warranted Power 

Performance values 

91.25% 

90.80% 

90.35% 

89.90% 

89.45% 

89.00% 

88.55% 

88.10% 

87.65% 

87.20% 

86.75% 

86.30% 

85.85% 

85.40% 

84.95% 

If customer has any doubts please contact Adani's Customer Service Team. 

1. Contact ADANI Solar sales and service team at cs@adani.com

2. Email customer feedback at cs@adani.com




